What makes the RX performance
the most effective oil separating catchcan
on the market?

There are several factors that come into playfecgfely remove & trap oil mist/vapors from the P@ow.
1. Condensation
This is the most effective, and how most cans wevken an empty beer can will catch a good amouaotl @f plumbed inline).

The vapors traveling through the can make contétttive outer (cooling) surface and the oil is cemged to droplets where they
fall to the bottom of the can and are trapped éonaval.

2. Slowing the velocity of the flow in a large egbuchamber to prevent these droplets from beingechthrough the can and into
the intake manifold.

Lastly come the Ebay and other off-brands thahateing more than an empty can wit 2 fittings dtet These WILL catch oil,
but most comes in and right out the outlet, anchitvae depot/lowes air compressor plastic devicksy Will again catch oil, but
let far to much through.

The RX can has a perforated dispersion tune rurthimgn the center from the inlet that dispersegtisses to contact the most
possible cooling/condensing surface, then it igdanough in area (nearly 1 qt) to allow the flovglow enough to drop out of
suspension, it then flows around an internal deftido system giving it one more surface to contaat cool and forces it to contact
the outer cooling surface evenly before exitingtlyh and integrated poly check valve to preventramgrsion.

Does that mean these other cans are junk? Absplutéll Most are extremely high quality in constiaot& appearance, and DO
catch most of the oil, so they should all be comsd as good choices over nothing at all, andpséiizent most of the issues oil in
the intake air charge cause. So weigh the priceyandgoals in making your choice.

The RX can requires NO dis assembly to clean. Titeg media cans require disassemble & cleaningiting removing the mesh
and cleaning it) every few days/weeks of use ttridg effective. The RX has a easy drain valve limtbottom and a remote 3' long
drain hose to zip tie in place so you can simplygdrain pan under the car to catch it. No messgdis-assembly, and no internal
cleaning needed ever.

The RX can is the ONLY can on the market with aegnated PCV/check valve to ensure the proper fletéring that the LSX
V8's require.

RX performance has the ONLY can specifically counfeg for forced induction applications with dualypoheck valves integrated
into the design, and the RX standard can is $188 $20 for FI) and the best tech support by erRail, or phone nearly 24/7 and
detailed application diagrams for most any car/miptawer adder combo.
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Take off oil il cap; popront of SN, o]
engine cover up and then pull off
the back twg rubber posts

Ol algoing
nito the intake

15§n bolt, remove, this is

\ whatte bracket will attach to,
< | torque to roughly 24#
when reinstalling
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CarTunen By

Here is what the connector at each end looks like, ae Phote A
this is the side you will see, but the unlocking clip e 7
is on the other side, you will have to feel forit.
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Hook the middle of the can to the valley line closethe throttle body, and the the outer of the
can line to the intake manifold, similar to the L@i9ple. This is much simpler due to not having to

run a longer hose over the top and to the backeotitiver side!






